VAP Rev.1 del 02/02/15

Dati tecnici e dimensioni sono validi al momento della stampa. Cambiamenti possono essere apportati senza comunicazione.

Technical data and dimension are valid at the moment of print. Changeas may be done without communication.

DATI TECNICI VALVOLA DI ASPIRAZIONE SERIE "VAP"
TECHNICAL DATA VACUUM RELIEF VALVE MODEL "VAP"

R L e CARATTERISTICHE COSTRUTTIVE

| CORPO VALVOLA - Ottone CW614N EN12164
© ! CONNESSIONE - 1/8"GAS Conico ISO7

% GUARNIZIONI DI TENUTA - P.T.F.E. e Silicone
(T 1 T ] MOLLA DI REAZIONE - AISI302
~ Y ) FLUIDO DA CONTROLLARE - Vapore/Aria
TEMPERATURA FLUIDO DA CONTROLLARE - +165°C MAX
VALORE DI CHIUSURA - 200/300 mbar (pressione in salita)
VALORE DI APERTURA - 30/50 mbar (pressione in discesa)
—_ / PRESSIONE MAX DI TENUTA - 6 bar
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| CONSTRUCTION FEATURES

| BODY - Brass CW614N EN12164

i CONNECTION - 1/8"GAS ISO7

| SEALING - P.T.F.E. and Silicon rubber
REACTION SPRINGS - AISI302
MEDIA TO CONTROL - Steam/Air
MEDIA TO CONTROL TEMPERATURE - +165°C MAX

o CLOSING PRESSURE - 200/300 mbar (with rising pressure)
OPENING PRESSURE - 30/50 mbar (with falling pressure)
MAX PRESSURE - 6 bar
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Note: Usare solo con caldaie in acciaio inox o ottone

e in posizione verticale

Remarks: Use only with stainless steel or brass boilers
and in vertical position

-Trattamento di nichelatura chimica disponibile a richiesta.
-Electroless nickel treatment available on request.
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