o 1 [ veross sozs DATI TECNICT VALVOLA "VIF100"
& | | " T
g ] : A TECHNICAL DATA VALVE "VF100
atety valve N I i
: = CARATTERISTICHE COSTRUTTIVE
e \ o CORPO VALVOLA - ottone CWE17N
IHIIEI|I|II!| | pm GUARNIZIONIDI TENUTA - Viton e Silicone
—1 | o MOLLA DIREAZIONE - AISI302

o FLUDO DA CONTROLLARE - vapore / aria
1 | I i TEMPERATURA FLUIDO DA CONTROLLARE - +184°C MAX
mA TEMPERATURA AMBIENTE - +125°C MAX
< SEZIONE DISCARICO - 21,22 mm2
POTENZA MAX DIALIMENTAZIONE - 2000WATT
MINIMA PRESSIONE DIPROGETTO DELL'IMPIANTO - almeno 1,5/7 bar
oltre il valore nominale ditaratura dello valvola disicurezza

1/8"GAS Conico ISO/ _

7,8

CONSTRUCTION FEATURES
BODY - brass CW6T/N

SEALING - Viton and Silicon rubber
REACTION SPRINGS - AISI307

var | Kgh| O MEDIA TO CONTROL - steam / air
45| 42,31 155 MEDIA TO CONTROL TEMPERATURE - +184°C MAX
5 la62| s | = ADMITTED TEMPERATURE - +125°C MAX
55 | 508 | 161 gi DISCHARGE  AREA - 21,22mm
R == MAX SUPPLY POWER - 2000WATT B
’ == MINIMUM PROJECT PRESSURE OF THE EQUIPMENT - minimum 1,5/2 bar
65 | 996 ] 17 = = more respect to the safety valve nominalset point
76461 170 |= g - Omologozioni Direttiva 97/23/CE
75| 687 72 |5 =| - Approvals: 9//25/EC directive
R
85| 7721 178 % f MODELLO TARATURA VALVOLA TOLLERANZE
9 82,6 | 180 | = TYPE VALVE'S SET POINT | TOLLERANCES ] D S 0 U
95 | 860 | 82 | = VF100 from 4,5 up to 55 bor| 77/ +0 www.ma-ter.it o
10 |91,3 | 184 from 5,6 up to 10 bar | -5/ / +0 e-mail: ma-ter@ma-ter.it

Datitecnicie dimensionisono validialmomento della stampa. Cambiamenti possono essere apportatisenza comunicazione.

Technicaldata and dimension are valid at the moment of print. Changeas may be done without communication.




